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Catalogue Geared Motors IE3

Page

Dimensional drawings bevel-geared motors
-  Standard
-  Tandem Gearbox

Additional Dimension Sheet
-   Splined shaft acc. DIN 5480
-   Additional dimension sheet
-   Shrink disc connection with cover (SSV)
-   Rubber buffer for torque restraint
-   Posittion of the torque arm
-   Foot with tapped bores
-   Foot plate with through holes
-   Assembly tools for hollow shaft
-   Assembly tools for splined shaft
-   Shaft cap (VK)
-   Shaft cover (VD) 
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

333



Ø
25

 H
7

170

Code -.1/

s

t
n

290

170

Code -.4/

BK10G..

9

11

160

200

110130 10

130165

k l

12

m n

99179.5 3.5

106186.5

o p

3.5

q s

46

39

t

Ø30 H730
195

30

Code -.5/ 85
25

Code -.3/
85

114

p

(Code -2.V/)

Øk

Øl

85
1515

3434

28.3
Ø

80
33

8

X

12482

22
0

16
8

84

ML

Code -3.V/

Ø
o

85

10
40

D
10

-D
IN

33
2

60

X

145

Ø
m

j6

q

d

241200BK10G06-../D..08..

BK10G06-../D04..

BK10G06-../D06..
BK10G06-../D05.. 170

170
197
197

143 195

115647 13156

573
573

123
123

13
13

544111 13
100
100

90
615
615

587.5

E../ES..
a b dc e ii

d
a

d

b

A

A

e

Ø
c

TBii

III

IV

A

C

C

A

C

C

A

A

I

Standard
II

A-A

BK10G06-../D07.. 63510013593190 197 123

1.3 H13 1.3 H13

8 J
S

9

Ø
36

 f7

Ø
30

 k
6

ML
TB

713

d

676
676

606.5

G

696

ML

754

d

715.5
715.5

649.5

E../ES..-G

737.5

ML

820.5

d

-
-

-

RR/RL

-

ML

713

BK10G06

117
119

112

119

* *

* * * *

BK10G06

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

P-7177-BGM-EN-A4  03/17www.bauergears.com

Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

The dimensions “a*”, “d*” and “dML*” change 
dependent on the motor design.
Design state “A” = Standard Length
Type Example: BK70-74V/DPE08XA4
Comment: No change to the dimensions  

shown

Design state  “B” = Extended Length
Type Example: BK70-74V/DPE08XB4
Comment: Motor length changes

please see Chapter 16 -  
Additional dimension sheet -  
Motor Length Comparison
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Dimension

BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors
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BK-series bevel-geared motors
Additional Dimension Sheet

Splined shaft  BK

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors

Shrink disc couplings (SSV)

Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors
Additional Dimension Sheet

Shrink disc connection with cover (SSV)

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors

Rubber buffer for torque arm

Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors
Additional Dimension Sheet

Position of the torque arm

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors

Foot with tapped bores

Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors
Additional Dimension Sheet

Foot plate with through holes

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors
Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.

Assembly tools for shaft mounted gears with splined shaft
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BK-series bevel-geared motors

The actual gearbox design can vary from the geometry shown.

Additional Dimension Sheet

Assembly tools for shaft mounted gears with splined shaft
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BK-series bevel-geared motors
Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.

Assembly tools for shaft mounted gears with splined shaft
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BK-series bevel-geared motors
Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.

Assembly tools for shaft mounted gears with splined shaft
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BK-series bevel-geared motors

Shaft Cap (VK)

Additional Dimension Sheet

The actual gearbox design can vary from the geometry shown.
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BK-series bevel-geared motors
Additional Dimension Sheet

Shaft Cover (VD)

The actual gearbox design can vary from the geometry shown.
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Catalogue geared motors IE3
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