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Features and Benefits

• IP54 standard / IP65-IP66 optional

• Synthetic oil standard for long gearing life

• Hardened gearing with ball bearing support

• High-tensile strength pressure-cast aluminum housing

• Multiple foot, flange, and shaft combinations

• Special output shaft dimensions on request

• Foot and flange mounting available

• Inverter-duty motor

• Brake and encoder options available

• Non-ventilated motor available

• Class I Div II / Class II Div II explosion-proof rating

• Washdown ready; Aseptic coating available

COMPACT, POWERFUL AND ENGINEERED TO LAST

Inline and Right Angle Gearmotors

Motor  
Type

Power  
Rating

FLA  
(120V)

FLA  
(230V)

FLA  
(460V)

Run Capacitor 
(incl)

D04LA4 0.15 HP - 0.84 A 0.42 A -
D05LA4 0.33 HP - 1.60 A 0.80 A -
E04LA4 0.1 HP 1.44 A 0.75 A - yes
E05LA4 0.25 HP 3.20 A 1.60 A - yes

Motor Data
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ORDERING INFORMATION

Gearing Options Motor Options Shaft Options

Type Size Mounting Shaft Style Type Size Design Features
BG 04 -1 (foot) 1 (solid) / D (three-phase) 04 LA4 (blank) / AV (inch dimensions)

05 -3 (flange) E (single-phase) 05 TF (thermistors) AM (metric dimensions)
06

Gearing Options Motor Options Shaft Options

Type Size Mounting Shaft Style Type Size Design Features
BS 02 -6 (foot) 1 (solid, right side) / D (three-phase) 04 LA4 (blank) / AV (inch dimensions)

03 -7 (face) 2 (solid, left side) E (single-phase) 05 TF (thermistors) AM (metric dimensions)
04 3 (solid, both sides)
06 4 (hollow)

Inline Gearmotors

Right-Angle Gearmotors

w w w . b a u e r g e a r s . c o m

Important Ordering Comments:
• Additional Output Shaft options are also available 

(contact factory for more info)
• Available Right-Angle Gearmotor Accessories 

include Torque Arm and Mounting Feet
• Unless advised, Inline Gearmotors are specified 

for standard B3 mounting position & Right-
Angle Gearmotors are specified for standard H1 
mounting position

• Standard AC motor speed is 1800 rpm nominal

• Spring-set holding Brakes
• Encoder
• AC: optional motor speeds (2-pole 3600rpm; 6,8,12 pole)
• Base mounting plates
• Cable options
• Non-standard conduit box locations
• Non-standard cable exit locations
• Environmental requirements (ie corrosion resistance; 

temperature extremes)

Inline mounting 
positions

Right-Angle 
mounting positions

Example:  BG04-31/D04LA4-TF/AV

Example: BS06-63/D05LA4/AM
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PERFORMANCE

Output Torque (lbf-in)

In
lin

e

Nominal Output AC 3-Phase
Speed (rpm) BG04/D04LA4 BG05/D04LA4 BG05/D05LA4 BG06/D05LA4

300 33 - 70 -
180 55 - 111 -
120 82 - 177 -
90 112 - 174 221
60 165 - 250 354
45 165 216 250 400
30 165 247 250 400

Output Torque (lbf-in)

In
lin

e

Nominal Output AC Single-Phase
Speed (rpm) BG04/E04LA4 BG05/E04LA4 BG05/E05LA4 BG06/E05LA4

300 20 - 50 -
180 35 - 80 -
120 51 - 118 -
90 70 - 155 -
60 104 - 243 -
45 137 - 257 323
30 181 204 257 372

Output Torque (lbf-in)

Ri
gh

t A
ng

le

Nominal Output AC 3-Phase
Speed (rpm) BS02/D04LA4 BS04/D04LA4 BS02/D05LA4 BS03/D05LA4 BS06/D05LA4

300 30 - 62 - -
180 43 - 89 - -
120 65 - 137 - -
90 83 - 173 - -
60 106 116 221 - -
30 190 200 221 350 -
18 - 340 - 350 584
12 - 354 - - 841

Output Torque (lbf-in)

Ri
gh

t A
ng

le

Nominal Output AC Single-Phase
Speed (rpm) BS02/E04LA4 BS04/E04LA4 BS02/E05LA4 BS03/E05LA4 BS06/E05LA4

300 19 - 44 - -
180 27 - 65 - -
120 41 - 98 - -
90 51 - 125 - -
60 66 - 159 - -
30 120 127 176 270 323
18 - 226 - 350 584
12 - 327 - - 841

B a u e r  G e a r  M o t o r   |   B a u e r  S u b - F r a c t i o n a l  G e a r m o t o r s  f o r  G e n e r a l  I n d u s t r y

Footnotes:
Nominal Output Speed provided in rpm
Nominal Output Torque provided in lbf-in (based on 1.0 Service Factor)
Ratings based on S1 Continuous Duty move profile and 60Hz supply frequency
Contact factory for output speed requirements not shown above
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DIMENSIONS - INLINE GEARMOTORS

Output Torque (lbf-in)

Ri
gh

t A
ng

le

Nominal Output AC 3-Phase
Speed (rpm) BS02/D04LA4 BS04/D04LA4 BS02/D05LA4 BS03/D05LA4 BS06/D05LA4

300 30 - 62 - -
180 43 - 89 - -
120 65 - 137 - -
90 83 - 173 - -
60 106 116 221 - -
30 190 200 221 350 -
18 - 340 - 350 584
12 - 354 - - 841

Output Torque (lbf-in)

Ri
gh

t A
ng

le

Nominal Output AC Single-Phase
Speed (rpm) BS02/E04LA4 BS04/E04LA4 BS02/E05LA4 BS03/E05LA4 BS06/E05LA4

300 19 - 44 - -
180 27 - 65 - -
120 41 - 98 - -
90 51 - 125 - -
60 66 - 159 - -
30 120 127 176 270 323
18 - 226 - 350 584
12 - 327 - - 841

w w w . b a u e r g e a r s . c o m

 






















Type a d e f g h i j k m n o p q
Shaft  

Dimensions

l u
BG04/D04 10.47 4.37 6.60 4.39 3.74 2.20 1.10 3.19 0.43 0.28 9.52 3.15 2.56 1.97 1.00 0.50
BG05/D04 10.83 4.37 6.60 4.75 4.13 2.56 1.57 3.58 0.43 0.28 9.73 3.94 3.15 2.36 1.00 0.50
BG05/D05 11.97 4.84 7.03 4.98 4.13 2.56 1.57 3.58 0.43 0.28 10.86 3.94 3.15 2.36 1.00 0.50
BG06/D05 12.36 4.84 7.03 5.57 4.53 3.15 1.57 3.70 0.71 0.39 11.18 4.72 3.94 3.15 1.18 0.625
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DIMENSIONS - RIGHT ANGLE GEARMOTORS

Type a b c d e f g h j k m n o t
Shaft  

Dimensions

l u
BS02/D04 8.13 1.57 7.20 4.37 1.26 1.42 0.96 1.57 2.56 1.97 M6 M5 3.19 0.10 1.00 0.50
BS02/D05 9.27 1.57 7.40 4.61 1.26 1.42 0.96 1.57 2.56 1.97 M6 M5 3.19 0.10 1.00 0.50
BS03/D05 9.49 2.13 8.31 4.61 1.61 2.13 1.10 2.13 2.76 2.36 M8 M6 3.82 0.10 1.57 0.75
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DIMENSIONS - RIGHT ANGLE GEARMOTORS

Type a b c d e f g h j k m n o t
Shaft  

Dimensions

l u
BS04/D04 8.97 1.97 6.71 4.37 2.36 2.36 0.65 2.52 2.76 2.36 M8 M6 3.66 0.10 1.57 0.75
BS06/D05 10.82 2.48 7.72 4.61 3.15 3.35 0.81 3.31 3.35 2.87 M8 M8 4.76 0.11 1.97 1.00
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Europe

Germany
Eberhard-Bauer-Str. 37
73734 Esslingen - Germany
+49 711 3518 0

Slovakia
Továrenská 49
953 01 Zlaté Moravce - Slovakia
+421 37 6926100
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Unit 1, Nat Lane Business Park
Winsford, Cheshire
CW7 3BS - United Kingdom
+44 1606 868600

North America

Charlotte, NC 
701 Carrier Drive
 Charlotte, NC 28216 - USA
 +1 800-387-0130

Asia Pacifi c

China
No. 18 HuanZhen Road 
Dabo Industrial Zone - BoGoang Village 
ShaJing Town - BaoAn District 
518104 Shenzhen City
Guangdong Province  - China
+86 755 27246308

Customer Service

Belgium
1702 Groot-Bijgaarden
+32 2 89372080

Finland
01530 Vantaa 
+358 207 189700 

France
1702 Groot-Bijgaarden
+32 2 89372080 

Italy
35020 Padova (PD)
+39 049 8792327 

China
Suite 301,#5 Lihpao Plaza,
88 Shen bin Road, Min hang District,
201106 Shanghai, China
Sales Enquiry : +86 (21) 5169 9255
Service hotline : +86 187 0171 2972
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