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Stromag

DECADES OF
EXPERIENCE

Across Industries and Applications

Founded in 1932, Stromag™ has grown to become a globally
recognized leader in the development and manufacture of
innovative power transmission components for industrial
drivetrain applications.

Stromag engineers utilize the latest design technologies and materials to provide creative,
energy-efficient solutions that meet their customer’s most challenging requirements.

Stromag’s extensive product range includes flexible couplings, disc brakes, limit switches, an
array of hydraulically, pneumatically, and electrically actuated brakes, and a complete line of
electric, hydraulic and pneumatic clutches.

Stromag engineered solutions improve drivetrain performance in a variety of key markets
including energy, off-highway, metals, marine, transportation, printing, textiles, and material
handling on applications such as wind turbines, conveyor systems, rolling mills, agriculture
and construction machinery, municipal vehicles, forklifts, cranes, presses, deck winches, diesel
engines, gensets and stage machinery.

VISIT US ON THE WEB AT STROMAG.COM
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GEARED CAM LIMIT SWITCHES

Cross Lever Limit Switch
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GEARED CAM LIMIT SWITCHES

Cross Lever Limit Switch

Series LightXcross LX® - Cross Lever Limit Switch

Revision number: 3.1.5.1-02 Revision date: 12.11.2024

Features Application Additional information

e Two switch-off positions per each e Cross and long travel for EOT cranes e Positions shown on display window
direction and one neutral center and by lever marking

position (latching all 90°) ¢ Without mechanical end stop

e Separate switches for pre- and

e Snap action switches with silver or
end-stop

gold plated contact material
e Four switches with positive opening acc.

to IEC EN 60947-5-1 incl. Annex K

Contact Intended purpose Rotation direction
S1 Emergency stop ccw
S2 Working stop cew
S3 Working stop cw
S4 Emergency stop cw
Contact released: Contact actuated:

1-2 closed @) 2 1-2 d 2
-2 close 1_/’4_7 -2 opene 1 |7

4 4

Switch setting / position (rotation direction)

Contact 1./ +180° (ccw) 2./ +90° (ccw) 3./0° (Neutral) 4. /-90° (cw) 5./-180° (cw)
S1 1-2 opened 1-2 closed
S2 1-2 opened 1-2 closed
S3 1-2 closed 1-2 opened
S4 1-2 closed 1-2 opened
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GEARED CAM LIMIT SWITCHES

Cross Lever Limit Switch

Series LightXcross LX® - Available Switches

Revision number: 3.1.5.2-02 Revision date: 12.11.2024

Circuitdiagram Type of switches

08
1_/|—7 98G

Switching contact Contact material | Switching system Connection Functionality Electrical data
o ©
< < > IS
| 8| B |s2 | € . 2 £
§| % s |23 E |12 _ |¢g s £ IS
= - 5 c c |EE S g ¢ | = 8 T ©
2 o 2 5 2 o = 2 g £ @ g s 3 c S S _= Ei=3
© c O ol = [o% 5] © = 10 © (o) o ¥ & 92 = = o
< = 2 =25 - < @ © R = 283 x| 25 © 2 ®© o c 2
=) SE=2 5 0 ) - O Q < 0 2 Q E*T oo £8 N >0 TS
8 | g5 | Eo| 2 | 32| & 3 |suo| B |88zE| 28 =88 §5 85
a o6 (o= » oo 1% o @ o T |2Ga<| »e 58— o 3 < >
AC-15: 230V, 1,5A
98 . . . o 3 10A gG | DC-13: 60V, 0,5A 6A 250V
oder 24V, 2,0A
AC-15: 230V, 1,5A
98G o . . . 3 2AgR | DC-13: 60V, 0,6A 6A 250V
oder 24V, 2,0A
AC-15: 230V, 1,5A
98P o . . o 3 10A gG | DC-13: 60V, 0,5A 6A 250V
oder 24V, 2,0A
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GEARED CAM LIMIT SWITCHES

Cross Lever Limit Switch

Series LightXcross LX® - Dimensions

Revision number: 3.1.5.3-01

Revision date: 19.11.2019
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GEARED CAM LIMIT SWITCHES

Cross Lever Limit Switch

Series LightXcross LX® - Key of Types

Revision number: 3.1.5.4-02 Revision date: 12.11.2024

Stromayg GmbH
Hansastr.120, 59425 Unna
Made in Germany

Cross Lever Limit Switch |
XXXXXXXXXXXXXXXX

SIN: IP XX MM/JJ
Ref:

IEC 60947-5-1 @

Ui=260VAC,; Ith=6A

AC15 230VAC/1.6A

DC13 60VDC/0.6A c €
DC13 24VDCJ/2.0A

1.25 nominal revolutions 1.25 5 positions latching all 90°, without mechanical end stop
LX Series LX Cross lever switch LightXcross LX®
4 Quantitiy of switches 4

98

Switch (changeover) with screw connections, contact material: Silver @)

99 Type of switches 98G Switch (changeover) with screw connections, contact material: Gold @

98P

Switch (changeover) with flat plug connections, contact material: Silver @
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Stromag

stromag.com
Germany

Hansatral3e 120

59425 Unna - Germany
+49 2303 102 -0

regalrexnord.com

The proper selection and application of products and components, including assuring that the product is safe
for its intended use, are the responsibility of the customer.To view our Application Considerations, please visit
https://www.regalrexnord.com/Application-Considerations.

To view our Standard Terms and Conditions of Sale, please visit https:/www.regalrexnord.com/Terms-and-Conditions-of-Sale
(which may redirect to other website locations based on product family).

“Regal Rexnord” is not indicative of legal entity. Refer to product purchase documentation for the applicable legal entity.
Regal Rexnord and Stromag are trademarks of Regal Rexnord Corporation or one of its affiliated companies.
© 2025 Regal Rexnord Corporation, All Rights Reserved. MCC-P-8546-SG-EN-US 06/25
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